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2007 Hyundai Entourage 


1.2007 Hyundai 
Entourage 
Code Range: 
H0001-H2500 
Key Blank: HY-15 
DSD/1200CMB 
Card: 235 / CF235 
Spaces: 
# 
Inch 
1 
.937 
2 
.854 
3 
.771 
4 
.689 
5 
.606 
6 
.524 
7 
.441 
8 
.358 
9 
.276 
10 
.193 
Depths: 
# 
Inch 
1 
.324 
2 
.305 
3 
.285 
4 
.266 
5 
.246 
Cutter: CW-1011 
Jaw: A With Shim 
Note: Key codes 
are converted to a 10 
cut key with the first and 
second cuts being a one 
cut for the entire Code 
Range Series. 
Level of Complexity: 
2 (1=Easy, 2=Moderate, 
3=Difficult) 
Opening / Entry 
Method(s): See Special 
Notice Notes * 
Picking: 
Ignition Lock: Clockwise 
Driver Side Door: 
Clockwise 
Passenger Side Door: 
Counter Clockwise 
Rear Hatch Door: 
Clockwise 
Through Car Method: 
HPC Tools: No. CO-80 
Switch Stick, No. AW-99 
Air Wedge, No. LW-100 
Lever 


2. Wedge, No. AS-1 Auto Sleeve at passenger 
side. Slide the Air Wedge in vertically on latching 
side of window frame portion of door. Use Lever 
Wedge at top horizontal portion of window frame 
if necessary to assist. Squeeze pump bulb, 
inflating Air Wedge to create an opening suitable 
for Switch Stick. Use Auto Sleeve to prevent 
damage to weather-stripping and automobile 
finish. With Switch Stick reach for manual 
locking button above latch handle. Pull towards 
rear of vehicle flipping back manual locking 
button or electric unlock button by window 
button on arm rest. Remove Switch Stick and 
deflate Air Wedge before opening vehicle. 
Ignition Lock: 
Cylinder: 8 Tumblers 
Pickable: Yes 
Lock Positions: Lock, Accessory, On, Start 
Type: Push To Turn (with key in cylinder, push on key to 
turn cylinder back to lock position). 
Code on Cylinder: No 
Transponder: No 


Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 
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5. Remove the other 3 screws (2 
exposed at front of panel, 1 behind 
removable fuse door). 
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3.Back off weather-stripping around upper side panel on driver side of 
vehicle by pulling outward. Remove upper side panel (3 snap clips) of dash 
on driver side of vehicle by pulling outward. 


4. Remove 3 of the 6 Phillips 
screws for bottom panel. 


6. Remove plugs 
to accessory 
switches and place 
panel aside. 


Ignition Lock Removal 
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7. Remove 2 Phillips screws (one on each side) at 
bottom of dash gage panel. Remove top portion of 
dash gage panel (3 snap clips) by pulling outward at 
top. 


9. With lock in accessory position, push on 
depression pin at top of lock to remove lock. 


8. Remove 1 Phillips screw on illumination ring and 
back off ring. 
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10. Remove lock from lock housing. 
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11. Remove truarc 
ring from back of 
lock. 


12. Remove 
rubber stopper, 
rotate lock cap 
and remove cap. 
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13. Lift up on 
bar, rotate 
cylinder, 
and remove. 
View of key 
in cylinder 
with key- 
in-ignition- 
indicator part 
removed. 
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14. Picture of lock parts. 


15. Notice numbers 
stamped on 
tumblers. Number 
5 on tumbler is 
a 1 cut, number 
4 on tumbler is a 
2 cut, number 3 
on tumbler is a 3 
cut, number 2 on 
tumbler is a 4 cut, 
and number 1 on 
tumbler is a 5 cut. 
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16. Remove 7 bolts using a 10mm 
socket and 10mm offset box wrench. 
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17. Remove inside upper panel opposite side of mirror by pulling outward. (2 clips) 


Door Lock Removal 


Cylinder: 8 Tumblers 
Pickable: Yes 
Code on Cylinder: No 
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18. Remove screw cap to access screw at 
lock handle and door pull. 
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19. Remove screw cap (3) to access screws to 
remove door panel. 
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20. Pull outward on door panel and lift upward 
on door panel and remove. 


21. Remove light, window and door lock plugs and 
set door panel aside. 


22. Pull back on plastic 
lining to access door lock. 
*Notice enclosed door 
linkage cables going to lock 
and latch. 
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23. Remove the 3 bolts, (2 inside door, 1 on door 
edge) using a 10mm socket with a 6’’ extension and 
ratchet. 


24. Reach in and disconnect both linkages to 
lever and lock. 
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25. Pull outward on door handle and disconnect 
actuator from back of lock. 


26. Swing outward on door hinged 
door handle and remove. 
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27. View of door linkage and enclosed 
locking cables. 


28. Remove C-clip, fixed linkage driver and 
spring. *Notice fixed linkage driver on back of 
lock. This CAN NOT be moved without turning 
cylinder to unlock the door. 
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29. Pull back on gasket and remove 4 small Phillips 
screws to remove outside lock cover. 
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30. Push back on plastic retainer and rotate lock to 
remove. View of plastic retainer after lock is removed. 


31. Peel back on at both factory pressed on retainer cap points 
to remove cap. 


32. View of door 
lock parts. 


33. View of rear hatch with actuator 
attached to back of lock. 


34. Remove snap on 
actuator from back of lock. 


Rear Hatch Lock 


Cylinder: 8 Tumblers 
Pickable: Yes 
Code on Cylinder: No 


National Locksmith Automobile Association 
Issue­No.­133­•­­19 


36. Peel back on at both factory pressed on retainer cap 
points to remove cap. 


35. Remove C-clip, fixed linkage 
driver, spring. 


37. View of lock parts. 


­20­•­Automotive­Edge­ 
National Locksmith Automobile Association 


Rear Hatch Lock Removal 


• There is a handle on the lower right hand side of the hatch. Remove the two caps. The handle is held in place 
with two 10MM screws. Remove these screws. 
●• On the lower left hand corner there is a round cap with a Phillips head screw. Remove this screw. 
●• Use HPC AST-5 clip removal tool on the panel to remove the clips around the perimeter of the panel also the 
interior panel clips. 
●• There are two Phillips head screws on the upper vertical rail of the panel. Remove these screws and the 
panel will come off. 
●• There are 4, 10MM screws holding a trim plate on the hatch. Remove these four screws and the piece of 
trim. 
●• There is one 10MM nut and one guide holding the cylinder on hatch. 


38. The lock can now 
be removed from the 
hatch and serviced. Lock 
removed from the door 
showing the actuator and 
wiring. 


39. Cylinder with plug and cap removed showing the 
tumblers and shutter with keys. 


40. The hatch lock contains all 
8 tumblers with no sidebar. All 
of the locks for the Hyundai 
Entourage contain 8 tumblers with 
no sidebars. 


